
74

10
+0.02

0

5

45
±0

.0
1

80

45°

78
PCD

4-  5 20 ,
M6x1 15

150

266

66

(1x
M

71
)

15

17
0 -0

.0
25

35

50

35

ER20

30

37.5 75

15 120 4- 6.8 20 ,
M8x1.25 12

19.510

5x5x15L

16
16

30
30

4-  9 ,
M10x1.5 30

S25-ER20
Weight 6 kg

Model S25 S25H
Spindle ER20

Max. RPM 4000 12000

Bearing 32005 / 6005Z
32004 / 6004Z

7005×2
7004×2

Roundness Within 0.003mm 
Max. Power Within 1/2 HP 

Rising Temperature Within 20°C 

5032# S25   
Boring & Milling Head Unit
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267.5

5215065.5

30
2

ER20

1/4HPx2P

30

74

10
+0.02

0

130

100

545
±0

.0
180

37.5 75

4-  9 ,
M10x1.5 30

60

S25-ER20-MF
Weight 18 kg

75

60

37.5

4-  9 ,
M10x1.5 30

30
2

192

459.5

5215065.5

1/4HPx2P

ER20

30

130

10
+0.02

0

74

100

5

45
±0

.0
180

S25-ER20-MB
Weight 18 kg

5032# S25   
Boring & Milling Head Unit
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Model S35 S35H
Spindle MT3 or ER32

Max. RPM 3000 10000

Bearing 32007 / 6007Z
32006 / 6006Z

7007×2
7006×2

Roundness Within 0.003mm 
Max. Power Within 1 HP 

Rising Temperature Within 20°C 

90

16
+0.02

0

8

45
±0

.0
1

90

94
PCD

45° 4-  5 20 ,
M6x1 15

15 135

45 80

14 25

6x6x20L

4-  6.8 18 ,
M8x1.25 15

21
21

35
35

4-  9 ,
M10x1.5 30

(5.1x
M

52
)

25
0 -0

.0
25

20

16580

51

320

47

75

ER32

30

S35-ER32
Weight 9 kg

90

16
+0.02

0

8

45
±0

.0
1

90

45°

94
PCD

4-  5 20 ,
M6x1 15

165

20

35

275

25
0 -0

.0
25

(5.1x
M

52
)

14

MT3

40

6
47

75

30

45

15 135

6x6x20L

80

4-  6.8 18 ,
M8x1.25 15

14 25

21
21

35
35

4-  9 ,
M10x1.5 30

S35-MT3
Weight 9 kg

5033# S35   
Boring & Milling Head Unit
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MT3
35

40

6

MT3

77165

36
2

ER32

80
322

1/2HPx4P

51

30

90

16+0.02
0

120

845
±0

.0
190

70

4-  9 ,
M10x1.5 30

8045

S35-ER32-MF
S35-MT3-MF

Weight 30 kg

MT3
35

40

6

MT3

77165

ER32

1/2HPx4P 36
2

80
545

223
51

30

8

45
±0

.0
1

90

120

16
+0.02

0

90

80

70

45

4-  9 ,
M10x1.5 30

S35-ER32-MB
S35-MT3-MB

Weight 30 kg

5033# S35   
Boring & Milling Head Unit
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Model S45 S45H
Spindle NT30 or ER40

Max. RPM 2500 8000

Bearing 32009 / 6009Z
32008 / 6008Z

7009×2
7008×2

Roundness Within 0.003mm 
Max. Power Within 2 HP 

Rising Temperature Within 20°C 

72

15

47

200100

372

30
0 -0

.0
25

(5.1x
M

03
)

ER40

63.5

16
+0.02

0

114

8

55
±0

.0
1

11
4

45°

115
PCD

4-  6.8 25 ,
M8x1.25 20

2117

8x7x25L

40 120

15 170 4-  8.5 20 ,
M10x1.5 15

27
.5

27
.5

45
45

4-  12

S45-ER40
Weight 17 kg

8

55
0.

01

11
4

114

16
+0.02

0

54
PCD

45° 4-  8.5 25 ,
M10x1.5 20

47

7220045

317

15

(5.1x
M

03
)

30
0 -0

.0
25

14

8.5

30

2117

40 120

8x7x25L

15 170

NT30

27
.5

27
.5

45
45

4-  8.5 20 ,
M10x1.5 15

35
+0

.0
3

+0
.0

1

65

6

4-  12

S45-NT30
Weight 17 kg

5034# S45   
Boring & Milling Head Unit
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16
+0.02

0

114
77200

40
2

ER40

140

100
377

1HPx4P

NT30

35
+0

.0
3

+0
.0

1

65

6

8.5

45

NT30

63.5

8

55
±0

.0
111

4

12040

90

4-  12

S45-ER40-MF
S45-NT30-MF

Weight 45 kg

1HPx4P

16
+0.02

0

114

140

77200100

619.5

ER40

90

40 120
40

2

NT30

35
+0

.0
3

+0
.0

1

65

NT30
6

8.5

45 242.5

63.5855
±0

.0
111

4

4-  12

S45-ER40-MB
S45-NT30-MB

Weight 45 kg

5034# S45   
Boring & Milling Head Unit

- 63 -



Model S55 S55H
Spindle NT40 or MT4

Max. RPM 2000 6000

Bearing 32011 / 6011Z
32010 / 6010Z

7011×2
7010×2

Roundness Within 0.003mm 
Max. Power Within 3 HP 

Rising Temperature Within 20°C 

49 280 98

25

(5.1x
M

53
)

427

35
0 -0

.0
25

18

72

190

NT40

8x7x40L

32 31

45

11 258
4-  8.5 20 ,
M10x1.5 15

35
35

60
60

6

50
+0

.0
3

+0
.0

1

80

4-  15.5

14
5

150

20
+0.02

0

70
±0

.0
1

66.7

PCD

10

45
°

4-  10.3 25 ,
M12x1.75 20

S55-NT40
Weight 34.5 kg

280 98

72

25

(5.1x
M

53
)

35
0 -0

.0
25

MT4

18

49

427

80

9.5

150

20
+0.02

0

70
±0

.0
1

14
5

45°

PCD 140

4-  8.5 22 ,
M10x1.5 20

10

190

4- 8.5 20 ,
M10x1.5 15

8x7x40L

45

32 31

11 258

35
35

60
60

4-  15.5

S55-MT4
Weight 34.5 kg

5035# S55   
Boring & Milling Head Unit
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MT4

MT4

80

9.5

49

2HPx4P

102280

431

49

44
7

150

20
+0.02

0

66.7
PCD

160

45°

10

70
±0

.0
1

14
5

4- 10.3 25 ,
M12x1.75 20

45 190

NT40

12
0

4-  15.5

S55-NT40-MF
S55-MT4-MF

Weight 75 kg

280

150

20
+0.02

0

66.7
PCD

160

10228049

711

44
7

2HPx4P

45°

MT4

9.5

49

80

MT4

9.5

12
0

45 190

10

70

14
5

NT40

50
+0

.0
3

+0
.0

1

80

6

4- 10.3 25 ,
M12x1.75 20

4-  15.5

S55-NT40-MB
S55-MT4-MB

Weight 75 kg

5035# S55   
Boring & Milling Head Unit
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20
+0.02

0

170

4- 8.5 25 ,
M10x1.5 20

85
PCD

45°

10
5

NT40

17.5 265

55 190

45
45

72
.5

72
.5

3333

12x8x45L

4-  10.3 30 ,
M12x1.75 25

47.5 300

460

1852
0 -0

.0
25

(5.1x
M

25
)

112.5

82.5

25

8.5

FB50

45°

85
PCD

4-  8.5 30 ,
M10x1.5 25

10
5

8.5

47.5 A2-4

82.6

PCD

11-  8.5 15 ,
M10x1.5 12

55

30°

A2-4

45°

145

PCD

4-  6.8 20 ,
M8x1.25 15

50
+0

.0
2

+0
.0

1

20

10

90
±0

.0
1

18
0

13
4135

4-  18

S60-NT40
S60-A2-4
S60-FB50

Weight 57 kg

Model S60 S60H
Spindle NT40 or A2-4 or FB50

Max. RPM 1800 5000

Bearing 32211 / 6211Z
32212 / 6212Z

7211×2
7212×2

Roundness Within 0.003mm 
Max. Power Within 5 HP 

Rising Temperature Within 20°C 

5036# S60   
Boring & Milling Head Unit
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170

20
+0.02

0 300 122

48
7

180

47.5
469.5

55 190

NT40

2HPx4P

8.5

85
PCD

45°

401090
±0

.0
1

18
0

FB50

45°

85
PCD

4-  8.5 30 ,
M10x1.5 25

10
5

8.5

47.5

A2-4

82.6

PCD

11-  8.5 15 ,
M10x1.5 12

55

30°

A2-4

50
+0

.0
2

+0
.0

1

20

13

10
5 14

5

4- 8.5 25 ,
M10x1.5 20

41
35

4-  18

S60-NT40-MF
S60-A2-4-MF
S60-FB50-MF

Weight 85 kg

170

20
+0.02

0 300 122

48
7

180

47.5

55 190

NT40

14
5

8.5

85
PCD

45°

280
749.5

2HPx4P

40

FB50

45°

85
PC

D

4-  8.5 30 ,
M10x1.5 25

10
5

8.5

47.5

A2-4

82
.6

PC
D 11-  8.5 15 ,

M10x1.5 12

55

30°

A2-4

50
+0

.0
2

+0
.0

1

20

13

10

90
±0

.0
1

18
0

10
5

4- 8.5 25 ,
M10x1.5 20

35

41

4-  18

S60-NT40-MB
S60-A2-4-MB
S60-FB50-MB

Weight 85 kg

5036# S60   
Boring & Milling Head Unit
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Model S75 S75H
Spindle NT50 or FB75

Max. RPM 1600 4000

Bearing 32015 / 6015Z
32014 / 6014Z

7015×2
7014×2

Roundness Within 0.003mm 
Max. Power Within 5 HP 

Rising Temperature Within 20°C 

PCD

45°

180

4-  10.3 22 ,
M12x1.75 20

58 220

NT50

12
0

20 300
47

.5
47

.5

80
80

4123

4-  10.3 25 ,
M12x1.75 20

12x10x35L

4-  15.5 ,
M18x2.5 40

20
+0.02

0

184

10
1.

6

PC
D

10

85
±0

.0
1

17
5

45
°

4-  14 35 ,
M16x2 30

15

58 340 102

500

30

75

28
(5.1x

M
05

)

50
0 -0

.0
25

40

S75-NT50
Weight 66 kg

45°

18
0

PC
D

4-  10.3 22 ,
M12x1.75 20

58 220

20 300 4- 10.3 25 ,
M12x1.75 20

12x10x35L

4123

47
.5

47
.5

80
80

4-  15.5 ,
M18x2.5 40

12
0

75

10234058

500

30

(5.1x
M

05
)

50
0 -0

.0
25

15

40

75
+0

.0
2

+0
.0

1

35

20

20
+0.02

0

184

10
1.

6
PC

D

10

85
±0

.0
1

17
5

45
°

8- 8.5 30 ,
M10x1.5 25

S75-FB75
Weight 66 kg

5037# S75   
Boring & Milling Head Unit
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3HPx4P

107

417

52
2

34058

505

15

40

FB75

75
+0

.0
2

+0
.0

1

12
0

15

58

2045°

10
1.

6
PC

D

8-  8.5 30 ,
M10x1.5 25

NT50

4-  15.5 ,
M18x2.5 40

58 220

16
0

12
0

184

20
+0.02

0

4- 14 35 ,
M16x2 30

190

10

85
±0

.0
1

17
5

45
°

101.6

PCD

S75-NT50-MF
S75-FB75-MF

Weight 120 kg

FB75

75
+0

.0
2

+0
.0

1

12
0

15

58

2045°

10
1.

6
PC

D

8-  8.5 30 ,
M10x1.5 25

34058

15

107 336

841

52
2

40

16
0

12
0

NT50

58 220 4-  15.5 ,
M18x2.5 40

4- 14 35 ,
M16x2 30

17
5

184

20
+0.02

0

190

85
±0

.0
1

10

45
°

101.6

PCD

3HPx4P

S75-NT50-MB
S75-FB75-MB

Weight 120 kg

5037# S75   
Boring & Milling Head Unit
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210 4- 17.5

30 52.5

50.5 330 119.5

94.5

40

75
0 -0

.0
25

500

(2x
M

57
)

60

15x10x45L

NT50

20
+0.02

0

200

28

55
55

85
85

20 290

10
1.

6

PC
D

4-  10.3 25 ,
M12x1.75 20

12.5

A2-5

104.8

PCD

30°
11-  8.5 20 ,
M10x1.5 15

55.5

A2-5

FB75

100
PCD

45°

75
+0

.0
2

+0
.0

1

20

12.5

50.5

4-  10.3 30 ,
M12x1.75 25

65 65

78
78

4-  8.5 25 ,
M10x1.5 20

11

11
0

±0
.0

1

21
0

45
°

4-  14 30 ,
M16x2 25

56
40

12
3

S80-NT50
S80-A2-5
S80-FB75

Weight 84 kg

Model S80 S80H
Spindle NT50 or A2-5 or FB75

Max. RPM 1200 3000

Bearing 32216×2
6216Z×2 7216×4

Roundness Within 0.003mm 
Max. Power Within 7.5 HP 

Rising Temperature Within 20°C 

5038# S80   
Boring & Milling Head Unit
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60 210 4- 17.5

17
0

12
3

NT50

330

3HPx4P

50.5 127
507.5

54
7

12.5

A2-5

PCD 104.8

30° 11-  8.5 20
M10x1.5 15

55.5

A2-5

56
FB75

PCD 100

45°
+0

.0
2

+0
.0

1
75

20

12.5

50.5

4-  10.3 30
M12x1.75 25

40

20
+0.02

0

200

4-  14 30
M16x2 25

200

11

11
0

±0
.0

1

21
0

45
°

PCD
101.6

S80-NT50-MF
S80-A2-5-MF
S80-FB75-MF

Weight 134 kg

33050.5 127

54
7

12.5

3HPx4P

308

815.5

20
+0.02

0

200

4-  14 30
M16x2 25

200

11

11
0

±0
.0

1

21
0

45
°

PCD
101.6

60

17
0

210 4-  17.5

12
3

NT50

FB75
PCD

100

45°

+0
.0

2
+0

.0
1

75

20

12.5

50.5

4-  10.3 30
M12x1.75 25

40

A2-5

PC
D

10
4.

8

30°
11-  8.5 20
M10x1.5 15

55.5

A2-5

56

S80-NT50-MB
S80-A2-5-MB
S80-FB75-MB

Weight 134 kg

5038# S80   
Boring & Milling Head Unit
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Model S100 S100H S120 S120H
Spindle NT50 or A2-6 or FB75 NT50 or A2-6

Max. RPM 800 2500 600 2000

Bearing 6220Z×2
32220×2 7220×4 6224Z×2

32224×2 7224×4

Roundness Within 0.003mm 
Max. Power Within 15 HP Within 20 HP 

Rising Temperature Within 20°C 

(2x
M

09
)

90
0 -0

.0
2

122

172

740

51058

28

PCD

11-  10.3
M12x1.75

A2-6

A2-6

63

30°

133.4

30 ,
25

FB75
26.5

19
0

58

150
PCD

6- 10.3 30 ,
M12x1.75 2530°

75
+0

.0
2

+0
.0

1

30

14

6- 18
18

0

32
0

85

50 410

85 170 170

4-  14 30 ,
M16x2 25

15x10x60L

45 57.5

340

NT50

19
0

150
PCD

20
+0.02

0

360

280

11

50

14
0

±0
.0

1

27
0

30°
6-  10.3 35 ,
M12x1.75 30

S100-NT50
S100-A2-6
S100-FB75

Weight 250 kg

A2-6 63

19
0

30°

133.4
PCD

11- 10.3 30 ,
M12x1.75 25

70

15x10x60L

32
0

18
0

85 340

85 170 170

50 410

6-  18

4- 14 30 ,
M16x2 25

57.545

NT50

19
0

360

20
+0.02

0

280

150
PCD

6-  10.3 35 ,
M12x1.75 30

11

50

14
0

±0
.0

1

27
0

30°

(2x
M

011
)

11
0

0 -0
.0

2

58 510 172
740

28
A2-6

S120-NT50
S120-A2-6

Weight 280 kg

5039# S100,S120   
Boring & Milling Head Unit
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A2-6

A2-6

63

30°

133.4
PCD

11-  10.3 30 ,
M12x1.75 25

150
PCD

6- 10.3 30 ,
M12x1.75 25

FB75
26.5

19
0

58

30°

75
+0

.0
2

+0
.0

1

30

14

6-  1885 170 170

32
0

NT50

19
0

20
+0.02

0

360

6- 10.3 35 ,
M12x1.75 30

310

150
PCD

11

5014
0

±0
.0

127
0

30°

72
0

58 510 182

27.5

750

15HPx4P

S100-NT50-MF S120-NT50-MF
S100-A2-6-MF S120-A2-6-MF
S100-FB75-MF

Weight    kg

A2-6

A2-6

63

30°

133.4
PCD

11-  10.3 30 ,
M12x1.75 25

FB75
26.5

19
0

58

150
PCD

6- 10.3 30 ,
M12x1.75 25

30°

75
+0

.0
2

+0
.0

1

30

14

85 170 170

32
0

19
0

NT50

6-  18
72

0

58 510 182

15HPx4P

1260

510

27.5

27
0

PCD

20
+0.02

0

360

310

11

30°

50

6- 10.3 35 ,
M12x1.75 30

150

14
0

±0
.0

1

S100-NT50-MB S120-NT50-MB
S100-A2-6-MB S120-A2-6-MB
S100-FB75-MB

Weight    kg

5039# S100,S120   
Boring & Milling Head Unit
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Model SR35 SR35H
Spindle NT30

Max. RPM 3000 10000

Bearing 32207×1 / 6207Z×1
32206×1 / 6206Z×1

7207×2
7206×2

Roundness Within 0.003mm 
Max. Power Within 2 HP 

Rising Temperature Within 20°C 

42 200

17

48

(5.1x
M

52
)

25
0 -0

.0
25

40 160

315

14

73

17

60 120

8x7x25L

4-  11 ,
 17.5 x6

22

NT30

10557.5

30
30

67
.5

67
.5

4-  8.5 25 ,
M10x1.5 20

35
+0

.0
3

+0
.0

1

64

6

100
PCD

4-  5 25 ,
M6x1 20

45
°

90

16
+0.02

0

160

4-  6.8 20 ,
M8x1.25 15

8

20

65
±0

.0
1

12
5

45
°

54

PCD

SR35-NT30
Weight 17 kg

5040# SR35   
Boring & Milling Head Unit
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39
2

160

324

40

20042

1HPx4P

82

13
5

NT30

120 4-  11 ,
 17.5 x660

35
+0

.0
3

+0
.0

1

64

6

16
+0.02

0

160

140

54
PCD

4-  6.8 20 ,
M8x1.25 15

8

20

65
±0

.0
112

5

45
°

SR35-NT30-MF
Weight 43 kg

39
2

16040
20042

1HPx4P

564.5

82

13
5

NT30

35
+0

.0
3

+0
.0

1

64

6

60 120 4-  11 ,
 17.5 x6

16
+0.02

0

160

140

8

20

12
5

45
°

54
PCD

4-  6.8 20 ,
M8x1.25 15

SR35-NT30-MB
Weight 43 kg

5040# SR35   
Boring & Milling Head Unit
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Model SR45 SR45H
Spindle NT40

Max. RPM 2000 6000

Bearing 32209×1 / 6209Z×1
32208×1 / 6208Z×1

7209×2
7208×2

Roundness Within 0.003mm 
Max. Power Within 3 HP 

Rising Temperature Within 20°C 

50 230

28045 95

70

20

35
0 -0

.0
25 (5.1x

M
53

)

420

18

45°

125

PCD

4-  6.8 20 ,
M8x1.25 15

NT40

8x7x40L

32

75 90 90

65 170

29

6-  13 ,
 20 x6

4-  10.3 25 ,
M12x1.75 20

37
.5

37
.5

85
85

50
+0

.0
3

+0
.0

1

85

6

20
+0.02

0

100

200

4-  10.3 25 ,
M12x1.75 20

10

25

80
±0

.0
1

15
5

45
°

66.7

PCD

SR45-NT40
Weight 35 kg

5041# SR45   
Boring & Milling Head Unit
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45

50 230

280 102

45
7

427

2HPx4P

90 90
6-  13 ,

 20 x6

NT40

17
0

75

50
+0

.0
3

+0
.0

1

85

6

20
+0.02

0

160

200

4-  10.3 25 ,
M12x1.75 20

10

2580
±0

.0
115

5

45
°

66.7

PCD

45

50 230

280 102

45
7

427

2HPx4P

90 90
6-  13 ,

 20 x6

NT40

17
0

75

50
+0

.0
3

+0
.0

1

85

6

20
+0.02

0

160

200

4-  10.3 25 ,
M12x1.75 20

10

2580
±0

.0
115

5

45
°

66.7

PCD

SR45-NT40-MF
Weight 72 kg

45

50 230

280 102

45
7

2HPx4P

707

 20 x69090

NT40

17
0

6

50
+0

.0
3

+0
.0

1

85

6-  13 ,
75

25

4-  10.3 25 ,
M12x1.75 20

45

20
+0.02

0

160

200

10

66.7

PCD

°

15
5

80
±0

.0
1

SR45-NT40-MB
Weight 72 kg

5041# SR45   
Boring & Milling Head Unit
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Model SR60 SR60H
Spindle NT40 or A2-4 or FB50

Max. RPM 1800 5000

Bearing 32211 / 6211Z
32212 / 6212Z

7211×2
7212×2

Roundness Within 0.003mm 
Max. Power Within 5 HP 

Rising Temperature Within 20°C 

70 230

47.5

460

M
52

x1
.5

(
)

0 -0
.0

25
52

25

300

18

76

112.5

8585

12x8x45L

3333

NT40

10
5

6-  18
34 x2

50
50

10
5

10
5

4-  14 25
M16x2 20

95 170

100

20
+0.02

0

250

130

PCD
85

4-  8.5 25
M10x1.5 20

10

35

90
±0

.0
1

18
0

45
°

PCD 145

4-  6.8 20
M8x1.25 15

45
°

A2-4

30°

PCD 82.6

11-  8.5 15
M10x1.5 12

A2-4

55

41

FB50

PCD
85

4-  8.5 30
M10x1.5 25

20

10
5

+0
.0

2
+0

.0
1

50

8.5

47.5

45
°

35

SR60-NT40
SR60-A2-4
SR60-FB50

Weight 51 kg

5042# SR60   
Boring & Milling Head Unit
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6- 18
34 x2

308585

21
0

NT40

70 230
122

48
7

2HPx4P

10
5

47.5
469.5

300250

20
+0.02

0

4-  8.5 25
M10x1.5 20

PCD
85

10

3590
±0

.0
1

18
0

45
°

180

A2-4

30°

PCD 82.6

11-  8.5 15
M10x1.5 12

A2-4

55

41

FB50 

PCD
85

4-  8.5 30
M10x1.5 25

20

10
5

+0
.0

2
+0

.0
1

50

8.5

47.5

45
°

35

SR60-NT40-MF
SR60-A2-4-MF
SR60-FB50-MF

Weight 93 kg

70 230
122

48
7

47.5

2HPx4P

749.5

300

3590
±0

.0
1

18
0

250

20
+0.02

0

180

4-  8.5 25
M10x1.5 20

10

45
°

PCD 85

6- 18
34 x2

21
0

4- 14 25
M16x2 20

NT40

10
5

308585

FB50

PCD
85

4-  8.5 30
M10x1.5 25

20

10
5

+0
.0

2
+0

.0
1

50

8.5

47.5

45
°

35

A2-4

30° 11-  8.5 15
M10x1.5 12

A2-4

55

41

PC
D

82
.6

SR60-NT40-MB
SR60-A2-4-MB
SR60-FB50-MB

Weight 93 kg

5042# SR60   
Boring & Milling Head Unit
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Model SR80 SR80H
Spindle NT50 or A2-5 or FB75

Max. RPM 1200 3000

Bearing 32216×2
6216Z×2 7216×4

Roundness Within 0.003mm 
Max. Power Within 7.5 HP 

Rising Temperature Within 20°C 

20120120

4-  14 25
M16x2 20

6-  18
34 x1.5

52.530

15x10x45L

NT50

95 185

12
5

12
5

65
65

12
3

32

65 652-  8.5 20
M10x1.5 1520

+0.02
0

290

160
4-  14 30
M16x2 25

11

35

11
0

±0
.0

1

21
0

45
°

PCD
101.6

FB75

4-  10.3 30
M12x1.75 25 20

+0
.0

2
+0

.0
1

75

12.5

50.5

45
°

PCD 100

40

A2-5

11-  8.5 20
M10x1.5 15

55.5

A2-5

30°

PCD 104.8

56

50 280
50.5 330 119.5

500

M
75

x2
(

)

0 -0
.0

25
75

40

94.5

28

SR80-NT50
SR80-A2-5
SR80-FB75

Weight 83 kg

5043# SR80   
Boring & Milling Head Unit
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50 280

50.5

507.5

127

54
73HPx4P

330290

20
+0.02

0

4- 14 30 ,
M16x2 25

200

11

3511
0

±0
.0

121
0

45
°

101.6

PCD

6-  18 ,
 34 x1.5

20120120

25
0

NT50

12
3

4-  10.3 30 ,
M12x1.75 25

FB75

100
PCD

20

75
+0

.0
2

+0
.0

1

12.5

50.5

45
°

40

A2-5

104.8

PCD

11-  8.5 20 ,
M10x1.5 15

55.5

A2-5

30°

56

SR80-NT50-MF
SR80-A2-5-MF
SR80-FB75-MF

Weight 133 kg

50 280

50.5 330 127

54
73HPx4P

815.5

6-  18 ,
 34 x1.5

120120

25
0

NT50

12
3

4-

11
0

±0
.0

121
0

290

20
+0.02

0

14 30 ,
M16x2 25

200

101.6
PCD

11

35

45
°

A2-5

11-  8.5 20 ,
M10x1.5 15

55.5

A2-5
30°

10
4.

8
PC

D

56

FB75

100
PCD

4-  10.3 30 ,
M12x1.75 25 20

75
+0

.0
2

+0
.0

1

12.5

50.5

45
°

40

SR80-NT50-MB
SR80-A2-5-MB
SR80-FB75-MB

Weight 133 kg

5043# SR80   
Boring & Milling Head Unit
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Model SRR35 SRR35H
Spindle MT3 or ER32

Max. RPM 3000 10000

Bearing 32007 / 6007Z
32006 / 6006Z

7007×2
7006×2

Roundness Within 0.003mm 
Max. Power Within 1 HP 

Rising Temperature Within 20°C 

14 25

6x6x20L

ER32

25
0 -0

.0
25

20

(5.1x
M

52
)

90
-0

.0
1

-0
.0

3

12
5

-0
.0

1
-0

.0
3

79 165
40

319

50

75

47

4-  9 ,
 14 x8.6

10
6

PCD

SRR35-ER32
SRR35H-ER32

Weight 10 kg

14 25

6x6x20L

106

PCD

4-  9 ,
 14 x8.6

25
0 -0

.0
25

20

14
(5.1x

M
52

)

16535
40

275

40

90
-0

.0
1

-0
.0

3

12
5

-0
.0

1
-0

.0
3

MT3

75

47

SRR35-MT3
SRR35H-MT3

Weight 10 kg

5044# SRR35   
Boring & Milling Head Unit
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Model SRR45 SRR45H
Spindle NT30 or ER40

Max. RPM 2500 8000

Bearing 32009 / 6009Z
32008 / 6008Z

7009×2
7008×2

Roundness Within 0.003mm 
Max. Power Within 2 HP 

Rising Temperature Within 20°C 

17 21

8x7x25L

13
0

PCD

4-  11 ,
 17.5 x8.6

(5.1x
M

03
)

30
0 -0

.0
25

100 200 72

372

50

47

15

10
0

-0
.0

1
-0

.0
3

15
5

-0
.0

1
-0

.0
3ER40

63.5

SRR45-ER40
SRR45H-ER40

Weight 18 kg

45 200 72
317

50

47

15

14

(5.1x
M

03
)

30
0 -0
.0

25

10
0

-0
.0

1
-0

.0
3

15
5

-0
.0

1
-0

.0
3

2117

8x7x25L

NT30

35
+0

.0
3

+0
.0

1

65

6

54
PCD

1

PCD

45°

30

4-  11 ,
 17.5 x8.6

4-  8.5 25 ,
M10x1.5 20

SRR45-NT30
SRR45H-NT30

Weight 18 kg

5045# SRR45   
Boring & Milling Head Unit
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Model SRR55 SRR55H
Spindle NT40 or MT4

Max. RPM 2000 6000

Bearing 32011 / 6011Z
32010 / 6010Z

7011×2
7010×2

Roundness Within 0.003mm 
Max. Power Within 3 HP 

Rising Temperature Within 20°C 

49 280 98

72

25

35
0 -0
.0

25

18

(5.1x
M

53
)

427

50

12
5

-0
.0

1
-0

.0
3

18
5

-0
.0

1
-0

.0
3

160

PCD

66.7
PCD

30
°45

°

6-  11 ,
 17.5 x10.8

4-  10.3 25 ,
M12x1.75 20

32 31

8x7x40L

NT40
50

+0
.0

3
+0

.0
1

80

6

SRR55-NT40
SRR55H-NT40

Weight 31 kg

18

(5.1x
M

53
)

25

72

35
0 -0

.0
25

9828049
50

427

80

MT4

12
5

-0
.0

1
-0

.0
3

18
5

-0
.0

1
-0

.0
3

60°

160

PCD

6-  11 ,
 17.5 x10.8

32 31

8x7x40L

SRR55-MT4
SRR55H-MT4

Weight 31 kg

5046# SRR55   
Boring & Milling Head Unit
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Model SRR60 SRR60H
Spindle NT40 or A2-4 or FB50

Max. RPM 1800 5000

Bearing 32211 / 6211Z
32212 / 6212Z

7211×2
7212×2

Roundness Within 0.003mm 
Max. Power Within 5 HP 

Rising Temperature Within 20°C 

52
0 -0

.0
25

3333

12x4x45L

10
5

NT40

460

50

25

112.530047.5

22
0

-0
.0

1
-0

.0
3

16
0

-0
.0

1
-0

.0
3

18

M
52

x1
.5

(
)

82.5

60
°

45
°

85
PCD

194

PCD

6-  14 ,
 20 x14

4-  8.5 25 ,
M10x1.5 20

FB50 47.5

20

50
+0

.0
2

+0
.0

1

10
5

45°

85

PC
D

8.5

4-  8.5 30 ,
M10x1.5 25

35

A2-4

82.6

PCD

55

30° 11-  8.5 15 ,
M10x1.5 12

41

A2-4

SRR60-NT40 SRR60H-NT40
SRR60- A2-4 SRR60H- A2-4
SRR60-FB50 SRR60H-FB50

Weight     kg

5047# SRR60   
Boring & Milling Head Unit
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Model SRR75 SRR75H
Spindle NT50 or FB75

Max. RPM 1600 4000

Bearing 32015 / 6015Z
32014 / 6014Z

7015×2
7014×2

Roundness Within 0.003mm 
Max. Power Within 5 HP 

Rising Temperature Within 20°C 

23 41

12x10x35L

12
0

NT50

30

50
58 340

50
0 -0

.0
25

(5.1x
M

05
)

28

75

102
500

19
0

-0
.0

1
-0

.0
3

26
5

-0
.0

1
-0

.0
3

P

23
0

PC
D

30
°

45
°

6-  18 ,
 26 x17.5

4-  14 35 ,
M16x2 30

101.6
CD

SRR75-NT50
SRR75H-NT50

Weight 78 kg

12x10x35L

4123

75
+0

.0
2

+0
.0

1

20

15

50
58 340 102

500

12
0

75

30

26
5

-0
.0

1
-0

.0
3

19
0

-0
.0

1
-0

.0
3

50
0 -0

.0
25

35

(5.1x
M

05
)

P
230

PCD

101.6
CD

60
°

6-  18 ,
 26 x17.5

8-  8.5 30 ,
M10x1.5 25

45
°

SRR75-FB75
SRR75H-FB75

Weight 78 kg

5048# SRR75   
Boring & Milling Head Unit
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Model SRR80 SRR80H
Spindle NT50 or A2-5 or FB75

Max. RPM 1200 3000

Bearing 32216×2
6216Z×2 7216×4

Roundness Within 0.003mm 
Max. Power Within 7.5 HP 

Rising Temperature Within 20°C 

5049# SRR80   
Boring & Milling Head Unit

30 52.5

15x10x45L

12
3

NT50

26
5

-0
.0

1
-0

.0
3

19
0

-0
.0

1
-0

.0
3

50.5 330 119.5

94.5

40

28 (2x
M

57
)

75
0 -0

.0
25

500

50

45°60°

101.6

PCD23
0

PC
D

6-  18 ,
 26 x17.5

4-  14 30 ,
M16x2 25

A2-5

104.8

PCD 30°

55.5

11-  8.5 20 ,
M10x1.5 15

A2-5

56

FB75

10
0

PC
D

50.5

45°

75
+0

.0
2

+0
.0

1

12
3

20

12.5

4-  10.3 30 ,
M12x1.75 25

40

SRR80-NT50 SRR80H-NT50
SRR80- A2-5 SRR80H- A2-5
SRR80-FB75 SRR80H-FB75

Weight     kg
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Model SR35-NT30-T SR45-NT40-T SR80-NT50-T
Spindle NT30 or BT30 NT40 or BT40 NT50 or BT50

Roundness Within 0.002mm 

SR35-NT30-T
SR45-NT40-T
SR80-NT50-T

5050#   A
Precision Test Spindle
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We accept Special Spindle Unit Order
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